
WALL-HUNG URINAL
WITH INTEGRATED FLUSH VALVE



PRODUCT FUNCTIONS

UE906UVG

Urinal with Integrated Automatic 
Flush Valve and Back Inlet

PRODUCT SPECIFICATIONS

Water Use 0.125 GPF (0.47 LPF)

Flush 
System

SPREADER FLUSHING SYSTEM

Warranty One Year Limited Warranty

Material Vitreous China

Min. Water 
Pressure

15 psi (flowing)

Shipping 
Weight

78 lb

Shipping 
Dimensions

29-5/8” L x 18-1/4” W x 17-3/4” H

WALL-HUNG URINAL 
WITH INTEGRATED ECOPOWER® FLUSH VALVE

• Compact urinal with integrated flush valve and 1/2” 

supply connection

• Ultra high-efficiency - 0.125 GPF (0.473 LPF)

• Self-powered hydroelectric flush valve system

• CEFIONTECT® ceramic glaze minimizes waste from 

sticking to porous ceramic surfaces

• Rimless design with spreader flushing system

• Protects trap seal with a maintenance flush 

every 12 hour period

• Photoelectric sensor detection to prevent 

ghost flushing

• ADA compliant

• Contributes to earning credits in LEED®

• CalGreen compliant

TOTO’s new Wall-Hung Urinal with Integrated ECOPOWER® Flush Valve combines 

style, convenience, and planet friendliness. This new model features an integrated, 

hydroelectric flush valve, ultra-high efficiency 0.125 GPF, a rimless design, and 

CEFIONTECT® glaze for maximum cleanliness and design. An ADA compliant 

product, the new wall-hung urinal also features the latest in sensor technologies, 

upgrading any public restroom’s hygiene and environmental sustainability. 


